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Giant Turbines , , 25-8-2/42.
, ' , 1lmost ,
being elaborated, which i9/ equal to the capacity of the entire
Kakhovka Hydro Power FPlant. The application of a forge-welded rotor
| : and & new type of blade, 780 mm in length, made it possible
| ' to reduce the over-all size of a 150,000 kw turbine, to the
) over-all size of the 100,000kw gencrator;rwhich means reducing
its weight by 1} times for each kw produced and shortening the
length of the turbine by 7 m. By introducing slightly different
methods in the production and output of high-strength steel,
the pressure in the turbine can be raised up to 130 atm and the
temperature to 5659C. This method provides the possibility of
producing more economical turbines of a capacity of 100,000,
150,000 and 200,000 kw within the next 2 or 3 years. Already
during the 5th Five-Year Plan, a steam turbine with a oapacity
of 150,000 kw, operating under a pressure of 170 atm and a
temperature of 5500 C, was built by the Leningrad Metal Plant
(Leningradskiy metallicheskiy zavod). A considerable quaatity
of austenitic steel was used for the construction of this
turbine. Desighers and scientists of the Soviet Union are of
" the opinion that when using this austenitic steel for the con-
struction of turbines, a preasure of 220 atmospheres and a
Card 3/4 temperature of 6009C - with special constructions even of -
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zavod imeni S.M. Kirova) : -
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PHASE I BOOK EXPLOITATION SOV/1.636

Novyye mashiny; sbornik statey o novykh mashinakh, motorakh,
apparatakh sozdannykh na Khar 'kovskikh predpriyatiyakh v period
1956-1958 gg. (New Machines; Collection of Articles on New
Machines, Motors, and Apparatus Made in Khar'kov Plants From ,
1956 to 1958) /Khar'kov/ Khar'kovskoye oblastnoye izd-vo, 1958,
226 p. 4,000 coples printed.

Compiler: P.I, Zmaga; Sclentific Eds.: V.A. Bulgakov (Chief Enggineer,
Khar 'kov Electromechanical Plant), S.A. Vorob'yev §Candidate of

Technical Sciences, Docent), L.A. Shubenko=Shubln Chief Machine
Designer, Khar'kov Turblne pPIant, and Corresponding Member,

Ukrainian SSR Academy of Sclences); Ed.: Ya.Ye. Donskoy; Tech.
Ed.: M.G. Shevchenko. .

PURPOSE: This collection of articles 1s to acquaint the reader with
the latest developments and attalnments of the Khar'kov machlnery
manufacturing industry during the 1956-58 period. '
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New Machines; Collection of Articles (Cont.) SOV/1636

COVERAGE: The book, prepared in the form of a descriptive catalog,
presents the latest information on machinery and equipment
manufactured by Khar'kov plants from 1956-58. A detailled descrip-
tion 18 gilven of the following machines and equipment: steam ,
turbines, tractors, self=-propelled chassis, diesel engines, diesel
locomotives, machine tools includlng unit metal-cutting machine
tools, conveyors, road bullding machinery, electric power generators,
and electrical and electronic instruments, Numerous photogragphs

- of the above-listed machinery and equipment are included in the
text. No personalities are mentloned. There are no references,

TABLE OF CONTENTS:

Foreword , ' 3

Zmaga, P.I., Director of the Machinery Manufacturing Divlslon of
the Khar'kov oblast' Committee of the Ukrainian Communist
Party. On the Path to Further Technologlcal Progress. 5

Yaksnin, A.I., Vice Chairman of the Sovnarkhoz of the Khar'kov
Economic Administrative Region. New Technology as a Powerful
ILever for the Growth of Labor Productivity 15
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Mew Machines; Collection of Articles (Cont.) S0V/1636

MACHINES AND MACHINE TOOLS

Shubenko=-Shubin, L.A., Chief Designer at the Khar'kov Turbine

~——Plant iment—Kirov, Corresponding Member of the Academy of
Sciences of the UkrSSR. New Powerful Steam Turbines Manu-
factured by the Khar'kov Turbine Plant imeni Kirov ' 25

Kashuba, B.P., Chief Designer of the Khar'kov Tractor Plant
imenl Ordzhonikidze. Contribution of the Khar'kov Tractor
Plant to Sociallst Agriculture 4o

Medvedev, I.N., Director of the Khar'kov Tractor Assembly
Plant. . Self-propelled Chassis , , : e

Kirnarskiy, A.A., Chlef Designer of the Khar'kov Plant for
Transport Machinery imeni Malyshev. New Types of Internal
Combustion Locomotlves - 64
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v, Ivan Ivanovich, rof.’:  YABLONIK, Rakhmiyel' Mordukhovich; KARTSEV,

R lev Vasillyevich: GOGOLEY, Ivan Grigor'yevich; KUZ'MICHNY, Byurik
Vladimirovich; KHUTSKIY, Gennadiy Ivamovich; D'YARKONOV, Rostislav
Ivanovich; PSHENICHNYY, Victor Dmitriyevich; TERASHKOV, Aleksandr
Aleksandrovich; SHUBINKDO, E.i.,' retsenzent; GEBASIMOVA, D.S., tekhn,
red, )

[Aerodynamics of the blading of steam and gas turbines] Aerodina-
‘mikn protochnoi chasti parovykh i gagovykh turbin, Pod red, I.I.

Kirillova. Moskva, Gos, nauchno-tekhn, izd-vo mashinostroit, 1lit-
ry, 1958. 246 p. (MIBRX 11:10)

1, Bryanskiy institut 'tranaportnqgo mashinostroyeniya (for Kirillov).
2. CGhlen~korrespondent Akademii nauk USSR (for Shubenko ), ,
: ~ (Mubromachines-+Aerodynamics)
¢ L
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SHUBENKO N L.A.
Y_quwmweu [TV

,,,—»d’“’“#Experience in improving the blading of steam turbines of the .
' Fharkov Turbine Plant. Energomashinostroenie &4 no.7:1-l

J1 '58. , i (MIRA 114_:10)

pKaSE
1. Chlen-korrespondent AN USSR.
(Stean turbines)
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_AUTHOR:

TITIE:;
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30V/06-5G9-2-1/18
Shubenkc-3hubin, L.A.. Correspending Member of the
- Azadzmy of Sciences USSR
Steam Turbines of the Kraxrtkoy Turbine Worke - on the
25th Anniversary of the Works (PaTovyy2 Surbiny
Khart*kovskogo hurbinnegoe zaveds {(k-25-lebiyw KhTGZ))

PERTODICAL:Teploenergetika, 1959, Nr 2, pp >--1% (USSR)

ABSTRACT:

Card 1/8

Tais article is a general review of the main types of
turhine constructed at the Khari®key Turbine Works,
followed by an oubline of future plans. The factory
commenced operations in Januvary 1935, making 50 MW
turbines, *types AK-50, 43 the drawings of the American
General mlactrie Company. In its day Hhis was the most
powerful single~cylinder turbine made in the USSR and in
all some 25 of them were made, Alithough many features of
this design are now out-of-date chhers lave prcved their. -
value and are retainsd still. A wajor siep firward was ’
the manufacture in 1938 »f turbine *typs AK~-100, cf

100 MW at. 1500 ».p.m.with shegm conditions of 29 ahtm,
400°C, iilustrated in Fig 2. Tais parSisular Hurbine

was destroysd during the wsm and rsbuilt ir 219=5.

The way in which cerivain scnstructiorpzl features of

APPROVED FOR RELEASE: 08/09/2001 CIA-RDP86-00513R001550110017-0"



"APPROVED FOR RELEASE: 08/09/2001 CIA-RDP86-00513R001550110017-0
o3 R RN T PG F R ) SRUGTTRIRF FARTAr 7 T . =3

St purbines of th2 tharikoy Turbine Worss
can 2S O6 s e , ;
Anniversary of the Weris

+this turbine cleve_?.cpe:ﬂ{fr.f“'
of the AK-50 "«:urbn.ner_:_g.b.
yoars the Knaxr'kov ?nrblnf W
Yurbines and pesdustion ge_c..lz,;
wan. in 1945-40, 1651305 gevai :
ser:it.es of turbloes cpera.t}ngbi.; %
g0 atm and 500-C. For a :ﬂﬁﬁ_;{, W;: :
~f these schually wannfac ":f::hn s the 8 e
25 MV Tyes T2t 'm__i;h m"'f:?*‘ S sim stations and
cupe r~position on mediud px-:;abx‘u: 2 L S Lo otal
vpe VR~25-Z with ‘:-.af:.xmpz?esEg{f::__ of 15 a fype o
h'y'-lz»:ess rzgiirements, Tr2 J;:l..'-st_.'..' mine TYpR ilt.
p'I:d'buihﬁ %n 1918 and DCIe gnan ;D_ ¥ Ah: given e
Kazroiss_.sectic-nal dI‘aYJ:le‘}g ot tha rbire *‘._'i_‘hese D ines
Fig 2 %n%cti;‘imgogi:r%zilinki 1 che USSR fgr

3 R—25 welle wlo g7 e U e s
ts’?:g:m\’con:‘/.:‘l..i.ms ~f 90 aTm st c-‘:p+.~;;§Z 3y sicma.
qery relistle. o she

& tlags SUoLiyss weIle S Ome foar to
- - ~ - e L= —nae (-_‘ i M IS SANAT S \
Card 2/8 Trat tnz firgy thre

APPROVED FOR RELEASE: 08/09/2001 CIA-RDP86-00513R001550110017-0"



"APPROVED FOR RELEASE: 08/09/2001 CIA-RDP86-00513R001550110017-0

oy Tarming @wzas
o ‘furbipes of the :&har Ko LU
. ne Kb
Kzgiversary of the WoIss

srneoted 1
. :ami thap sxpecte
; cont less efflaelh oo ent Te-
fj.‘ven.Pe{fv i}as pyerccme Dy 2 ﬂ:oie%ﬁ' . ;
dlflluudi% Steal turobines 17};1'2 . . alé_d a
the blad g,__h ghean condifiLons J e oilt in 19 57 an
3,000 *28 Wlﬁressure of 0.02 ,.a’cml‘gvé‘ési gning this .
a condonse pis given in Fig e : gz +the efficlency ot
 a photograph in problem was 0 ralss we pressure ot
purbine the m% hntaining the sr.qp“o_a*é fir as possible
wg_l%inreasﬂlg the temperg.zh_!«ejaus -teelS.
" . 1ihin olails sv
N aﬁ{l—i—iﬁ*‘ with the use of ge%mi re parFicularly
consisters ¥l wire was foaed 53 08 T c3 vleding ,
This TIPT 70 reely bacavse cf the A rermal vizouis of
erflciens, o ematic Giagral Ob =TT . are 17 stages
design. xfirzgr-;\i‘oo is given in F18 23, ;:ﬁ;.ges in each of
b h-preSSsure cylindar® an& ,+C 1inder. The
in Ghe L8 . of the 1w pressure oF 5SS aemonshrabed
the TWO na'wisfh; new LTYDES Ioxi olﬁ-dln§ ‘_‘L@ ;
effi""ii?;?mﬂzﬁ; né; a turbﬁ'f_n@ﬂtﬁ'l-‘% L:;B‘;%i’ 5 given 3
by TeCCMS e Sienoy of atsit gp - k.
increase 1b elfl;awva' Further IMPIGTSIERs=:
o pe TILCY VALYRe S
of fbe gIver

APPROVED FOR RELEASE: 08/09/2001 CIA-RDP86-00513R001550110017-0"



"APPROVED FOR RELEASE: 08/09/2001

CIA-RDP86-00513R001550110017-0

o the Frarihad Teroing
stean Turcines €l the Kral weT 4T
“apniversary of the Works

ars dezoribsd, I‘eﬁu;lted_ :‘,n.-_-;;l,h_-'
efficiency belng 8%. . Tee ieid ccupiin
f-‘ .CS-'—- -\f '\"-S Kj.nd- -‘;0 use I‘J—g:}- ) JVDE.C}J‘. e )
£ FeR pay : . ) = ;~-C =) Uk y
S ows. the advanhages of thls ot were made to heal UD
B srated. Special arrapgsienss Y= oT T pid starting
e e ol sther parts sc as e p‘?i%""*'%r‘ system is
D wbine, Tbe Bydrciymalic BOTSTRUC.C0ured the
of The St - In 1958 the works s - 0 MW ab
. o P Er . by a
plpe 7 e TTYe PVK‘-‘lbU wlv : Fhe ont -
first TwrDIB® TR yine is iliustrated on vgf'f_eg; ,
Tpm. waew o - this wurbi he steanl
21 er of ihe jovrmal. In whis TURDIRS AT 5 Tsesoc,
ST = -~ o S - TR Ny | )

Liticns ah The €50p WRLS 827 Cou L .1ass steel.
'zoni'lhlgg’z-.ié tpe uss of only pearlitit 5,1%;3 the
Wk B the initial hemperabule 3?._1}“6.& senematis
ELeh%:iLﬁeuané. hoiler are made as a ‘:\Tx?’l: ,‘;)O is é;iven in
1.u£m1 diagram of turbins LyLe F :",';he Turbine 15
}iz 6. a mrogo-seenional 4TAW ”‘}g,_gf 1 mw-pressers nohor
EED LD mhie . 3 hctograra O GLE MRS G

i in Fig 7, 8 POSEYETE- . Nisdes in Fig 9.
' .grl;v?‘?,p' 8 a.n%d piotires of Typiaas plede 5
5 .An w3k - ) i -
Card 4/8 =

APPROVED FOR RELEASE: 08/09/2001 CIA-RDP86-00513R001550110017-0"



"APPROVED FOR RELEASE: 08/09/2001 CIA-RDP86-00513R001550110017-0

) rbi Jerks - oo EB
bines of the Knarike¥ rurbine We
Turbin ne s .
Steam Tur tne Works s TOTOT
Almiversaryrojj £ the use of a weldad lc:nn-Plrjsiig:ﬁ ~apacity,
'mcauSE_Orrl 1oW-pressure stage ?’ilﬁdér construction
and a finel —CoTL . adopt a LWC-IY U Uo.ies that had
i% was possidle O BEORE L ite dlfll#%o;tures 2
i HL * . X et C 3 A .
for this wbe  TL) adopting hets §w¥pafures of the
- yerso tianal feab f
JL'O be OVeI‘ . c ns-bmdtlo . are,
. . yarious €O e casing, 2
CUT O 4 in 5 detail. Pt ey Ko
' ome ©°° :  +he ¥han
deseribel on the rovors. I8 1990: sype PVE-130. :
Llsed- betvlee"r}-.-:u-rsid se:el‘:al t‘(;{_l‘?_z_ﬁ..? J‘_}_ﬁ: ce fh:\bj_nes W:Lll .
ijorks manm.a-.-‘;e;; 5 the produchion ¢f © cs S o for new
tne next feg, %hm will becone 'Gh% m%:loﬁherr. o Tts of
increaseé a{‘:n power shatiot=. 'P‘ilrbe T anged O
big condﬁnalfgis type of tuIDlP% i1l D e turbines
the country % 4 Tew 25 W £33d-k 7
jori 1 - ‘ bp‘j,ng develorsl. %nglgzzc ,
oeen AL~ “YRo25-1 and VB~25-2 VOER 00
Aing Jf ‘t-lu.]:-bln-es o N T a.t 90 atm an r?‘ 9_—2
blad miced for operabiion L4 = T pm 2ol and VRT--25
iioaey‘}}df'k“-(‘ pirst Hurbtinss RS Q.TO ‘\tl,!‘ ar
n l\j?"ﬁi%h '31';..'31;;\. sonC abiond Lo JY SEE
with intzes =hee

™
i

L 53500 were

APPROVED FOR RELEASE: 08/09/2001 CIA-RDP86-00513R001550110017-0"



CIA-RDP86-00513R001550110017-0

‘gpeain Lurbines ot
V el [
Anniversary O

o0

Bt
l(t) o ‘\’! O
\:ﬂ i

[0
. ‘.J- ‘b

)

4
et

CATURR
shzal 1

s
%)
wn
Ul O (o
(t?\ \‘Si\ﬂ ot v

&)
73 O
Ry B
AR ]

1OWD

o]

\
o-
)

[0

2 Ci
23
2.
~7

J

3o ,’:,.IO

v
RS

25 of having
buk reiabively

ay

'
N i

ne prindd
S

= Le!

o

i
n <
- W

4 =
0

l..
‘,.:
07,
15 ¢
AN

=
PR & L
n ©1
H
B
th(© @ |-~
Dot oo W

b

+tempe reh:
axtended

[
B

f{l)\

o 1
T 0D
e}

{0 L

&
<}
SRRN:
I3 =142
ed
13
m
TRV IR)]
BB
- B o

et

St

senditione.
asis of the

e

[

5o o b,
o b
fe
i") ¥

(S

APPROVED FOR RELEASE: 08/09/2001 CIA-RDP86-00513R001550110017-0"



El
/ /

SOV /96=DT e TR T
. on the 25th

iJorks -

°c us_l.ng only

ghe crder of 7950 = 800
terlalsu mainly B

temperaﬁures of
: 11 ’Gruc-.’cional
qustenitice u e SKR-100 is the O
vt of \\&W ’Gurblne %—pe SﬂL-«}OO for
65090 w:.’ch £two ,
the designs ich were prepare ll'l 195‘?.
£ desigl it was found f£hat the of
in ambeT of dlfflCJ.ltles

the proces of
condl ’olons prings
the development of such ,
ould e 41ivi ded

these gheal
rks CO neidel tha
conditions

1arge SV for sne
' Superposed wurbines ype
a msnalled at a 1aree medium-

into tWO partSe

spould first puilt an

pressure powerl y ~q‘xperiem:e with suc ets

snould provuie a basis oT S £ 300 MW

sets a singie shafl and alsSo: later, TwWe- *f

of 600 M‘N type SKK-600; which & at P sent g

develope vy the Knax'® OV yorks De esign staffs New non-
steels a¥re now DRing develope 4 which “af -

n st condiFions of 2i0 atiy
els of:

aus*‘enl’cl :
ysed 11 turbine s with Sh
card 7/8 580°C with reheat o es°C. The sirstc mod

APPROVED
FOR RELEAS
E:
08/09/2001 CIA-RDP86-0
-00513R0015
50110017-0"



"APPROVED FOR RELEASE: 08/09/2001

CIA-RDP86-00513R001550110017-0

SHUBENKO-SHUBIN, L.A. -

Rotor blades of final astages of Soviet-made heavy steam turbines.
Energomashinostroenie 5 no.1:3-8 Ja '59. (MIRA 12:2)

1. Chlen-korrespondent AN USSR,
- (Blades) (Steam tnrbines)
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SHUBENKO-SHUBIN, L.O.

et et b sRE.

Powerful steam turbines. Neuka i zhfttia 9 no.5:15-19
W '59. (MIRA 12:9)

1. Chlen-korraspondent AN USSR; glavnyy konstruktor Khar'kov-
skogo turbinnogoe zavoda imeni S.M.Kirova.
(Steam turbines)
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ARAKCHEYEV, A.A.; EEREZIN, S.P.; BELYAVSKIY, V.A.; KOLOTILOV, A.N.;
MOLOKANOV, S.I.; NEERASOV, A.M.; LAVRENENEO, K.D.; POLENTSEV, M.K.;
ROZHDESTVENSKIY, A.P.; SATANOVSKIY, A.Ye,; SIRYY, P.0.; SPIRIDONOY,

K.A.; CHERNYSHEV, P.S.;SHUBENKO-SHUBIN, L.A.

At ek 3 s AV RO T

Savva Mikhailovich Zherbin' obituary, Elek,sta, 30 no.2:96 ¥
'59. , (MIRA 12:3)
(Zherbin, Savva Hikhailovich. 1903-1958)
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SHUBENKO-SHUBIN, Leonid Aleksandrovich {Shubenko-Shubin, L.0.1;
TABINOVA, N.M., red,izd-va; LIBERMiN, T.R., tekhn.red,

[Steam turbines for large thermal electric power plants]
Parovi turbiny dlia potuzhnykh teplovykh elektrostantsii.
Kyiv, Vyd-vo &kad.nauk URSR, 1960. .24 p.

, - (MIRA 14:5)

(Steam turbines)

APPROVED FOR RELEASE: 08/09/2001 CIA-RDP86-00513R001550110017-0"



"APPROVED FOR RELEASE: 08/09/2001 CIA-RDP86-00513R001550110017-0

T R A A R N R I A N e RS RIS R A E R R AN AR T SERLRSS N 60 0 R AR I SRR A PR IR PR Y SR

£X G WRSE

' SHUBENKO-SHUBIN, Leonid Aleksandrovich; LISETSKIY, Nikolay Longinovich;
SHVARTS, Viktor Aleksandrovich; KORZH, Petr Ivanovich; PROKURA,
G.F., skademik, retsenzent [deceased]; YERSHOY, V.N., dotsent,
kand, tekhn.nauk, retsenzent; SCROEA, M.5., red.

fAtlas of drawings and disgrams of gas turbine units] atlas
konstruktsii i skhem gazoturbinnykh ustanovok. Pod obshchei red.
L.A.Shubenko-Shubina., Moskva, Gos.nasuchno-tekhn.isd-vo mashino-
stroit.lit-ry, 1960. 183 p. ' (MIRA 14:1)

1. Chlen—korrespondent AN USSR (for Shubenko-Shubixi). 2. AN USSR
(for Proskura). : ' : ,
(Gas turbines--Design)

AU .S D Tl ‘
e e e iy RN ~='.-:,;»;__;“L;
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ABSTRACT: Turbine outputs and steam conditions both continue to
rise, and Soviet turbine manufacturers are now
developing setsof 300 atm and 650°C. These steam
conditions will be used in the superposed 100 MW
turbine type SKR-100 of the Khar'kov Turbine Works
and also for single-shaft turbines of 400 and 500 MW o
of the Khar'kov and ILeningrad works; 240 atm and 5807C
will be used in the tandem turbines of 600 k¥ (ILeningrad

—— Metal Works) and 800 MW (Khar'kov_Turbo-Generator Works).

LRt

Although high steam conditions are most effective in
large turbines, there are advantages in considering
separately the problems of raising the steam conditions
and of raising the overall output. This is because the
difficulties associated with high steam conditions are
. concentrated at the inlei end of the turbine whilst those
Card 1/12 concerned with large outputs principally affect the

e by
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Certain Design Features of Important Parts of Large Turbine Sets
for Super~Critical Steam Conditions ,
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exhaust end, The present article considers certain
constructional features of the inlet and exhaust ends
of large turbines for super-critical steam conditions:
the arrangements adopted have an underlying general
principle, Hitherto the problem of raising steam
conditions has been one of finding suitable heat-resisting
materials, and pearlitic-ferritic steels have been used
successfully, However, operating experience with the
Cherepetskaya GRES turbines type SVK-150 running at

170 atm and 550°C has shown the possibility of using
austenitic steels. They withstand still higher steam
conditions such as 650°C at %00 to 400 atm, which are
limiting values with currently available materials,
Nevertheless, austenitic steels are expensive and
difficult to use and turbine designers are trying to
find ways round these metallurgical problems. Recent
work in this direction by the Khar'kov Turbine Works in
collaboration with a number of scientific organisations
has resulted in the design of the super-high pressure

CIA-RDP86-00513R001550110017-0"
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Certain Design Features of Important Parts of Large Turbine Sets
for Super-Critical Steam Conditions

turbine type SKR-100. The underlying idea of this design
is to separate the functions of heat-resistance and load-
carrying., The large and heavy parts of the stator and
rotor may then be made of relatively cheap pearlitic-
ferritic materials, The only parts made of austenitic
steels are those directly exposed to live steam, and
they are so few and so small as to have little effect on
the overall cost, The design problems that have arisen
in fulfilling this idea are exemplified by describing
an experimental turbine type SKR-100 rated 100 MW at : / '
3000 rpm. It has stopwalve steam conditions of 300 atm
and 650°C and reheat to 565°C and is intended for
~super-position on a medium-pressure turbine of 29 atm
400°C.” In order to reduce the need for austenitic
steel the turbine is made with two cylinders, the second
being entirely of pearlitic steel as the steam temperature
in it does not exceed 560°C. 'Two versions of the super-
high pressure cylinder are made; one uses ausbenitic
steel extensively, whilst the other conserves it by the
Card 3/12 adoption of features described below. The steam inlet
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~ cylinder through auxiliary outlets near the main steam

the most heavily loaded parts of the stator and rotor, - :

R

S0V/96-60-2~1/24

arrangements and flow parts of the second version of the
super-high pressure cylinder are illustrated in Figs 1

and 2 respectively, Live steam is admitted through

four nozzle boxes to the first stage, where it expands

to 246 atm and 628°C, It then passes through guide

vanes and 10 reaction stages to reach a pressure of

162 atm at 550°C, About 20% of the exhaust steam from S
this cylinder flows over amnd cools the outer surface of

the inner frame, and leaves the super-high pressure

inlet valves, There are also two separate parallel flows
of cooling steam drawn from the steam pipes beyond the
governor valves and automatically cooled to a temperature
of 520°C in cooling devices, The arrangements are
illustrated schematically in Fig 3, One of these flows

of steam cools the turbine stator and the other the

rotor; details of the flow parts are given, After cooling

the cooling steam is mixed with the main flow and passes
through the high-pressure cylinders, The chamber beyond

APPROVED FOR RELEASE: 08/09/2001 CIA-RDP86-00513R001550110017-0"
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Certain Design Features of Important Parts of Large Turbine Sets
for Super-Critical Steam Conditions

the first stage contains guide vanes which separate the
flows of main and cooling steam, so permitting use to be
made of the outlet velocity from the first stage, During
operation of the set and also during manufacture some
changes may be made in the sections of the flow paths
which would affect the degree of reaction, The flow of
steam cooling the stator may be controlled according to
temperatures measured at various places, The temperature
fields in this design were investigated at the Khar'kov
Polytechnical Institute at the instance of the Khar'kov
Turbo-Generator Works anda demonstrated the high efficiency v’
of this system of cooling. With the turbine operating - '
under rated conditions and with a flow of cooling steag
of 12,5 tons per hour at an initial temperature of 523 C,
the temperature of the rotor drum nowhere exceeds 540°c.’
A plot of the temperature field and diagram of heat flows
in the blading and associated parts of the rotor of the
reactive stage is given in Fig 4, Investigations also
showed that the mean temperature of the heat flow over

Card 5/12 the entire reactive part, assuming no heat flow along the
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rotor, ranges from 54000 near the second stage to 53000
near the 1lth., In practice the more intense cooling of

the rotor under the guide vanes, and also the heating of
the rotor near the 1lth stage by a mixed flow of working
and cooling steam, will equalise these temperatures,

Fig 5 shows the temperature field of components of the
super-high pressure cylinder under rated conditions,
calculated by the method of Engincer Pereverzev. It has
been shown that the rotor and casing temperatures nowhere | /
exceed 5S40 to 550°C, so that the main large parts can be
made of the conventional pearlitic steels. Thus the

rotor is made of chrome-molybdenum-tungsten vanadium

steel EI-415 and the casing of chrome-molybdenum

vanadium steel 15 Kh-1M-1F-L, Austenitic steels are

used only in the thin-walled parts of the steam inlet

valve and in the super-high-pressure blading. There is

not space to describe in detail other important features

of the type SKR-100 turbine, including the sealing of

the high-pressure steam ducts, It should be noted, however,
that cooling is best arranged by using a reactive flow
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Certain Design Features of Importént Parts cof Large Turbine Sets
for Super-Critical Steam Conditions

path, which is unusual for Khar'kov Turbine Works designs,
The valves and seals in the super-high-pressure flow
path were so well designed that the reactive design
with cooling steam is as efficient as Lhe impulse design
with austenitlic inner casing and rolor, However, the
‘reactive design has a number of important advantages,
‘namely: the flows of the working and the cooling steam
are clearly separated; the use of annular chambers
after each row of cooling channels facilitates uniform
steam distribution in the cooling channels of the next yd
row; there are no discs, which even if cooled would
have to be made of austenitic materials, ‘There is reason
to suppose that the design features adoplied in turbire - ,

- type SKR-100 can be used for much higher steam conditions,
It is to be expected that by this means turbines can be
made with materials already developed fgrrstOp-valve steam
temperatures wp to 730 and possibly 800°C. 'The design
of steam piping for gsuper-high steam conditions presents
serious difficulties, and similar design features might
be used to improve matters. A rossible solution,

Card 7/12 suggested by Candidate of Technical Sciences
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Varshavskiy and the rresen® anthor in 1998 (Author's Certif. No.
118825),is a double~-walled steam Pipe, o schematie diagram of which

is given in TFig 6, A DJ]" of austenitic sheel is '

located inside an outem pipe, Lhe inktermediate space

being connected o the 1nLvt of- rhe primary super-heater

which delivers steaw of lower temperabure, The 1nner

austenitic pipe throuph which live steam rlUWm is

mechanically uwoskrzssed, “The cuber kube is in contact

with steam of cemparatively low temperature (400 to 500 C) v

and camn be made of pearlitic steel. The austenitic ,

pipe is thin-wolled (8 to 10 wr). Thermal insulation

of the inmer pipe prpsento problems as it must operate

in high-pressure stemn, A suggested design of double-

plp&ng for use with the SKR~100 turbine of 200 atm and

650°C is repruesented in Fig 7. Glass-fibreinsulation

i3 used for the inner plpb. When the amount of steam

flowing between the pipes is 1% of the main steam flow

its rate of flow is 0.25 w/sec, It enters at 4309 C, is

Card 8/12 heatpd by 25 C and then returns to the super-heater in
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another steam main where it is heated to 480°C. With
this design the outer pipe may be made of steel 12KhlMF
with a wall thickness of 25 mm, It has been calculated
that double-walled steam piping for the SKR-100 set will
require about 15 tons of austenitic steel EYalT and
about 100 tons of pearlitic steel, whereas the ordinary
construction would use 90 tons of austenitic steel
EI-695R. The price economy would be about 2 million
roubles, Another way of separating temperature from
stress in the pipework was proposed by engineers of the
Khar'kov Turbine Works and is illustrated diagrammaticallyb//
in Fig 8, which also shows calculated values of temperature
in different parts of the steam piping., The inner
thin-walled austenitic pipe is located inside a
pearlitic pipe with a gap of about 25 mm. This gap is
filled with metal insulation in the form of thin-walled
austenitic sleeves which separate the flows of cooling
medium. It is calculatéd that with this arrangement the

. inner surface of theopearlitic pipe does not exceed

Card 9/12 a temperature of 540 Cy so that it can be made of steel
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Certain Design Features of Important Parts of Large Turbine Sets
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12KhIMF with a thickness of 40 mm, The outer surface
of the pearlitic pipe is cooled by air which flows in
a duct between the outside of the pearlitic pipe and a
Jacket of ordinary carbon steel; the hot air is used
in the furnaces. The design of air-cooled piping is now
being studied in more detail. It appears likely that
it will be possible to develop pipe work with minimum
amounts of austenitic steel not only for temperatures e
of 650°C but also for higher temperatures up to 800°C. !
Stop valves are still largely made of austenitic steel
and there appears to be no immediate prospect of
developing new designs, The outlet parts and condensers
of steam turbines are very bulky and those for the
largest turbines can no longer be transported whole.
Thus, for the 150 MW turbine type PVEK-150 the exhaust
part of the turbine had to be made in two parts and
. . the condenser in four, The %00 MW sets will present
' : still greater difficulties, It is also difficult to
Card:lo/lgmake,large parts under vacuum sufficiently rigid. One
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solution of this problem now being developed by the
“Khar'kov works again consists in separating the functions
of the machine so that some of the parts under vacuum
only provide rigidity and strength whilst others only
provide sealing, The condenser case and part of the
exhaust duct are made of reinforced conerete and also
serve as the foundatvion for the low-pressure cylinders, -
The concrete is faced with thin sheets of steel or
with other material to prevent contact with steam, In L
Fig 9 the arrangement is shown applied to the medium-and
low-pressure turbine type K-300-240, of 300 MW, A brief
description of the design is given, The concrete walls
are air cooled, and special precautions are taken to
prevent cooling air from leaking into the steam. To
reduce the temperature of the exhaust ducts when operating
on light loads, water is injected under automatic ==
control, Still better results may be obtained by using
protective coatings on the concrete. At the  instance
of the Khar'kov Turbine Generator Works a number of

Card 11/12 Research Organisations are collaborating with the

T
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works in the development of such protective coverings =
capable of operating at temperatures up to 100°C, The -
advantages of reinforced concrete for the exhaust parts

of large turbines are such that the works consider it
advisable to uBe them for machines of 150 MW, It goes
without saying that extensive development and operating
experience is required to check these important new ideas,
There are 9 figures and 3% Soviet references. -

ASSOCIATION: Kgar'kovskiy turbinnyy zavod (Khar'kov Turbine
Works , _

- Card 12/12
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]
last blade of a turbime. Izobr.i rats. mno.J:3-6 Mr 60.
The 1o : S (MIBA 13:6)
1. Chlen-korrespondent Akademii nauk USSR, glavnyy konstruktor
Khar'kovskogo turbinnogo zavoda imeni 5.H,Kirova. :
(Steam turbines)
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Some counstructional decisions conéarning ioportant units in
High capacity turbine installations for supercritical steam

parameters. Teploenergetika 7 no.2:3-11 ¥ '60.
. (MIRL 13:5)

1. EKhar'kovskly turbinnyy zavod. Chlen-korrespondent AN USSH.
(Steam turbines)
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~ AJTHOR: Shubenko-Shubin, L.A. (Gorresponding Member, AS Ukr .SSR)

e T - +
TITLE: gﬁ!GMin Features of the Turbine Set Type K-300-240
Z )

PERIODICALS Teploenergetika, 1960, No 10, PP 6-13

TEXT: , This article gives a fairly detailed deseription of the
gpecial features of turbine type K-300-240 which is 2 300 MW machine
team conditions of 540 atm, 580 °C, with reheat %o 565 ©C.
i jency as compared with earlier types of
m i i : . The turbine type K-300-240 was built
at the sugges ad of the previously projected
‘set type SVK- 0 of 220 atm, 600 0C, making
extensive use . TurbinevK?300=2k0 can be made
just as ef ficient as type sv ut its steam conditions permit
the use of well-established steels of the pearlitic (ferritic
class. MoreoveT, the size and weight of the 300 MW machine arse _
1ittle different from those of the SVK-200 machine whilst the labour
costs and weight peT kilowat tput of the K-300-240 set are
304 less than those of the i KT.-100, DBecause of their
excellent characteristics 300-240 will probably be
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OR RELEASE: 08/09/2001 CIA-RDP86-00513R001550110017-0



"APPROVE .
« 4_, 08/09/2001  CIA-RDP86-00513R001550110017-0

83327

, 8/096/60/ 000/010/001/022
- B194/E18% ,
The Main Features of the Turbine Set Type K-300-240 KhTGZ

widely used in large thermal power stations not only during the
1959-1965 Seven Year Plan but also probably long afterwards.

This three-cylinder single shaft set running at 3000 T.P.M.; a
cToss-sectional diagram Ol s given F g 18 intended for
unit operation with a2 boile

through four pipes of 175 mm

valves., Bach noz 25

two governor valves 112 mm 4 75 mm diameter. The
frames of th d t va i e under live steam
conditions ( .+ 580 0C) are cast out of heat resistant pearlitic
steel P-3 (15Kn2M2FBS) developed in the Central Sciemtific Research
Institute and used here for the first ¢ Compared with stesl
15Kh1M1F which has previ ating at

565 0C, steel P3 has a higher con i molybdenum
and to increase the resistance to oxidation it is alloyed with about
1% of silicon. As in recent new designs of the Knartkov Turbine
Works, the frame of the steam jnlet part of the high-pressurs
cylinder of the turbine K-300-240 is made with double walled

cons truction but this time without inserted nozzle boxes. l)¥//
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The Main Features. of the Turbine Set Type K-300-240 KnhTGZ

This appears to be the first time that this construction has bsen
used. It results in considerable simplification, reducing the sizs
and wall thickness of the high pressure part. The procedure used
to avoid the use of nozzle boxes is described. The high pressure
cylinder contains one single row regulating stage and ten pressure
stages and develops 100 MW, The stresses and temperatures are such
that the high pressure rotor can be made of the familiar pearlitic
steel EI-415. The steam leaves the nigh pressure cylinder at a

pressure of 40 atm and temperature of 325 OC through two pipes 400
mm in diameter to the reheater, from which it is returned at a
temperature of 565 0C to the lower part of the medium pressure

In the medium pressure cylinder

However, if there is any

as might result from deposition of salts on the blading, substantial
thrusts could still be developed and, therefore, the usual combined
thrust and support bearing is replaced by a separate thrust bearing
of balanced construction with self-adjusting pads (see Fig 2). VH/
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The Main Features of the Turbine Set Type K-300-240 KnhTGZ

A number of difficulties which were encountered in the design of the
medium pressure cylinder are discussed; in particular the discs of
the first two medium pressure stages are subject to high temperatures
and loadings. In the medium pressure.cylinder there are twelve
stages which reduce the pressure to 2.3 atm, the main flow of steam
thus being divided into three parts, One third of it passes to the
five stages of the low pressure cylinder contained in the same frame
as the medium pressure cylinder, whilst the other two thirds are ‘
passed through pipes of 1000 mm diameter to the low pressure cylinder
in which each flow again passes through five stages.

The construction of the low pressure Totors 1s discussed; the discs
are shrunk on to forged rotor shafts. The relative merits of this
construction and of the welded rotors used in scme other designs are
considered and it is shown that im this particular type of machine
the welded rotor offers no special advantages. The three flows of
low pressure steam pass to a common condenser designed for a pressure
of 0.035 atm with cooling water supplied at the rate of 35,000 m3/hr
at a temperature of 12 °C, The cooling surface of about 15,000 m<

is formed by two main bundles of tubes, The turbine blading design

Card 4/9
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is discussedj it is based on the most recent investigations in this
field., In all stages of the turbine there is a small positive
reaction of 2-3% at the blade roots, to avold drawing steam from the
Excess leakage over the blade
‘An interesting detail is .
es in the medium pressure
g chapnels are uniform,
which increas ; edium pressure
cylinder by aboub 1%. designed by M.B.Yavel'!skiy
of the Khar'kov Turbin ’ tant technical achievement
is the blading of the fina
peripheral speed of 565 m/sec, ,
precedent. in recent years the Khar
in the development of long blades. Unlike previous designs
plades of 1050 mm cannot be made SO rigid that the lowest natural.
frequency under working conditions is over 100 /s, i.e. between the
second and third exciting harmonics. when running at the operating
speed the frequency is about 90 ¢/s. Despite careful profiling of
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the blade the centrifugal force on each is over 120 tons and the
paximum stress 1s /cm? (see stress dlagram of Fig 3). 1t was
accordingly necessary dified stainless steel type EI1-802

for the blades. The methods of making the blades and of fixing them
in the rotors are briefly described. The use of reheat greatly
reduces the wetness of the steam passing through the later stages
which in the case of the K-300-240 turbine 8.1% This :
reduces the risk of erosive weaT but there is S i erosion
because of the high periphera s and it is the genaral
experience of the works that with peripheral speeds of 450 m/sec and
above with steam wetness greater than 54, no protective coating of

the leading edges of the blades can provide sufficient protection.,
Under such conditions the moisture mst be removed directly from the
blading. Such a systenm of water removal 1is used in the turbine
K-300-240 where; as will be seen from Fig 1,

from the guide vanes of the last stag

special construction. The method of wat

protection of the leading edges of the working blades by electric
spark deposition of wear resigtant hard alloYo.
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A Tigid coupli tween the nigh and medium pressure rotors:
with a common . dium an gsure rotors
and the gener d i-flexible couplings which are
rigid in the axial direction t requires only one
_ecommon thrust bearing. The first five eritical speeds of the system
of shafts of the Ke300_240 set were calculated on & computer and are?
1,595 ToPeMoy 1,870 T.p.Mey 2,110 T.p.D.; 2,180 T.p.Wes and 4,660
r.p.m. _ The thermal cireuit of the set is illustrated schematically
in Fig 4. Steam is bled from eight polnts to heat the reed water to
2 Two other blee .5 are used for the
o cover leaks of 24
/hr., Steam can
vide water for
steam turbine using
in set. The exhaus?t
ivered to heat
and is partly returned

to the main i g f 2.9 The feed pump power
Card 7/9
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is about 10,000 kW so its turbine iz fairly efficient. Moreovnr9
with tu*blne drive the pumps can be run at the most economic speed

to suit the main set conditions, The control and protective system
is described and a general schematic diagram of the contrel circuit
1s. given in Fig 5. The turbine uses the system, previously developed
by the works, of control with positive and negavive hydrauliec feed-
back and double amplification., An important feature of the new
system is that it uses water instead of oil as pressure medium.

- The water is delivered from the high pressure side of the condensate
pumps to the main serveo-motor at a pressure of 23 atm and into the
first amplification line at a pressure of 12 atm. The use of watar
raduces the fire risk and makes it possible to use a higher pressure
of working substance in the control system. All the signalling
davices of the control and protective system (the speed governor,
the overspeed governor, the vacuum regulator and others) operats on
the water pressure in the first amplification line or in the
protection line by altering the flow to the drainage system. Its
design is such that remote control can be used and stable operation
cap be obtained under all conditions, maiantaining the frequency in
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the electric bower system within the

~ 10ad is suddenly lost

Tuns on no-load,

automation of the

¢cmputer contrel,

140 temperatures, 115 control points ang
levels, flows, éxpansion; rotor eccentric

five warning and emergency signals are given and 75 valves and
Solenoids are remote controlled, Automatic electronic,regulators
control the level of condensate in the condenser and in heaters,
Tha wor number of s

e
uait with the boiler,
Special interest ang
Thers are 5 figures, :
ASSOCIATION: Khar'kovskiy turbinnyy zavod (Khar'kov Turbine Works)
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AUTHOR: Shubenﬁo-Shubin,' L.A., Corresponding Member 'AS UkrSSR

TITLE: Certain Technical-Economic Results and Development
Prospects of Steam-Turbine*onstruction at the
Khar 'kov Turbine Works imeni Kirov

PERIODICAL: Energomashinostroyeniye, 1960, No.ll, pp.l-6

TEXT: The Khar 'kov Turbine Works was able to recommence the
design and manufacture of large steam turbines for power stations
only 5-6 years ago, In 1955-56 the technical staff getermined
the main lines of technical development in steam turbine
manufacture, namely the construction of turbines in the largest
possible sizes and increasing their efficiency by using the
highest possible steam conditions consistent with minimum use of
austenitic steel, In 1957, the works manufactured the first
condensing turbine type BKT-100 (VKT-100) of 100 MW at 3000 rpm
with initial steam conditions of 90 atm and 535°C, This type of
set was over 6% more efficient than the previously used BK-100-2
(VK~100-2), Construction of turbines type BK-150 (PVK-150) of
150 MW commenced in 1958, this uses a steam pressure of 130 atm
and a temperature of 565°C with reheat to 565°C. The first

Card 1/6
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150 MW turbine in Europe was constructed in Leningrad in 1953, it
was a three cylinder set making extensive use of austenitic steel.,
As compared with this set the turbine PVK-150 of the Khar 'kov Works
has the advantages that it is more efficient, it has only two
cylinders with two~-way flow in the low pressure cylinder, sc¢ that
the turbine is smaller and indeed little bigger than a 100 MW set.
It was possible to use the two cylinder design because of a number
of improvements in the design and manufacture particularly in the
extensive use of welding and the use of very long blades in the
last stage, No parts are made of austenitic steel, Turbines
type PVK-150 will be one of the main types used in power -stations
built in the period 1959-1965, At the beginning of 1957, the
works suggested that turbine type K -300-240 (K~300-240) of

300 MW with initial steam conditions of 240 atm and 580°C using
only pearlitic steel should be developed instead of a proposed
turbine of 200 Mw, This proposal was taken up and found to be

~ much cheaper per installed kilowatt. In 1959, the drawings for
the turbine type K-300-240 were completed and the first such. set
will be built in 1960, This is a three cylinder single~shaft set
Card 2/ ¢ :
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working as a unit with the boiler from which the steam passes to two
groups of nozzle valves, The governor valwves are built as a unit

with the stop-valve and separate from the turbine,the wvalve frame

is cast of pearlitic steel grade -3 (P-3). The high-pressure
cylinder is of two-wall construction with steam delivered directly

to the imner cylinder without inserted nozzle boxes, On leaving

the high pressure cylinder the steam is reheated to 5657C at

35 aim before passing to the medium pressure cylinder, the frame of
which also includes five stages of one of the low pressure flows,

the other two stages being in the third cylinder unit., In the -
control hydraulic system of turbine K-300-240 o0il is replaced by

water taken from the pressure side of the condensate pumps which V/
reduces the fire risk, The reheat conditions are described.,

A most important achievement in this turbine is the working blade
of the last stage which is 975 mm long with a peripheral velocity
of 542 m/sec, Recent advances in the construction of large
turbine blades at the Khar'kov Works are illustrated by the
dimensioned diagram of Fig.l and the data given in Table 1.

~Card 3/6
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Development of these 975 mm blades opens the door to further
advances using steam conditions of 240 atm and 580°C which
practically exhausts the possibility of pearlitic steels,
Accordingly, these steam conditions with reheat to 565°C should be
used for large turbines in the period 1959~1965. Using an exhaust
stage blade length of 975 mm there would be no difficulty in
constructing a 400 MW four cylinder turbine but it is considered
better to make the next step 500 MW with four cylinders on one
shaft, see Fig.2a. With 975 mm blades in a 500 MW machine the
condenser vacuum could not be better than 0,04 atm which is,
however, acceptable, To secure further increases in size, it is
necessary to split the steam flow in the medium as well as in the
low praessure cylinders using tandem construction for example,

to produce a 600 MW turbine K-600-240 (K-600-240), shown
diagrammatically in Fig.2b, The only major design difference
between this and the K=300-240 turbine would be in the high pressure
cylinders, With tandem construction and a 975 mm last stage blads
the turbine output may be raised to 750 to 800 MW, the best variant
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" being shown in Fig.2B, which could also be used for a 1000 MW set
if somewhat higher discharge velocity losses are Permitted.

A prototype of any of these turbines could be manufactured by 1962
Provided that projects for the station as a whole have been worked
out and the order is given in good time, The technical
characteristics of recent turbines of 100, 150 and 300 MW are
compared in Table 2 and are discussed at some length, The
attention that has been paid in recent years to improving the
design of the high-pressure part of the turbine has now about
reached its limit and similar attention should now be concentrated
on the low-pressure end, which is probably where :he main losses are,
The graph of Fig.3 shows expected changes with Jiiferent sizes of
set in the next few years in (1) h

I

courses that these curves are expe

the reasons are explained, Table 3 gives information about the
number of parts in turbines of 100 MW and 300 MW and shows the
increased tendency to6 use standardized parts and to cut down on new
Card 5/6 ' -
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rk, Fig.4 gives information on the man-hours
uring turbines of 100 ang 150 MW as experience has

om the Khar‘kov Works taking 1955 as 100%, the
1960 and should bel060% by 1965, the increase so -

eved from the same manufacturing space, Fig.6 J/
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he engineering and technical staff has increased
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st the actual manufaciuring cost of turbines has
only is the number of'engineering and technical
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‘SHUBENKO-SHUBIN, L.A.; IAZARENKO, A.V., inzh.

PVK-150 steam turbine built by the Kharkov turbine plant,
Energomashinostroenie 7 n0,6:1=7 Je 161, - (MIRA 14:7)

1. Chlen—korrespondent AN USSR (for Shubenko-Shubin),
(Steam turbines)
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Basic characteristics oi‘ the K=300-240. turbine unit mamufac-
tured by the Kharkov Tunhoganerator Plant, Teploenergetika
7n0106—130'60 L —.. (MIRA. 14:9)

1. Khar'kovskiy turbnmyy zaved., 2. Ghlen—korrespondent'
AN USSR (for Shubenko-Shubin), :
(K}mrkov—Turbines)
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SHUBENKO-SHUBIN, L.A.; KAPLAN, M.P., inzh.

= oas turbines; theory and design® by IA.I.Shnee. Reviewed by L.A.

Shubenko=Shubin, M.P.Kaplane Energomashinostroenie 7 noel0s
4344 O 161, (MIRA 14:10)

1. Chlen~korrespondent AN USSR (for Shubenko-Shubin).
(Gas turbines) (Shnee, IA.I.)
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Concarnng the future iyuves of h."n-capacltj stean turbine unita.
Teploencrgetika 8 no.8:3-12 Ag 61, (MIRA 14:10)

1, Knartkovskiy turbinnyy zavod. Chlen-korrespcndent AN
USSR. '

(Steam turbines)
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SHUBENKO--SHUBIN, L.A.; KORZH, P.I., inzh.; KAPLAN, H.P., inzh.;

<~ PRIEY, V.h., inzh,

. T reetika 8 no,ll:
G;iz t;r?néiles for large power stations, Teploenerg (ATRA 14:10)

1. Khar'kovskiy turbinnyy zavod. 2o Chlen-kor?sspondent B
AN USSR (for Shubenkos-Shubin) . i ,
' (Gas turb;,ngs)
(Power\oqg:tﬁbfcﬁng)

APPROVED FOR RELEASE: 08/09/2001 CIA-RDP86-00513R001550110017-0"



205 LR R N R A S G T I T AT R RSIRRd T  TE T

"APPROVED FOR RELEASE: 08/09/2001 CIA-RDP86-00513R001550110017-0

S/096/61/000/010/002/006
E194/E355 .

AUTHOR:  Shubenko-Shubin, L.A., Corresponding Member of the
“AS Ukrainian SSR » ,

TITLE: The development of turbine manufacture at the
Khar'kov Turbine Works - o

PERIODICAL: Teploenergetika, 1961, No. 10, pp. 25 - 29

TEXT: The main trends of turbine development are: firstly,
the manufacture of large sets whose size is limited only by

the degree of reliability required of the system; secondly,

the development of sets of higher efficiency, not only by
raising the steam conditions but also by design improvements.
Until 1956 the works produced only three types of steam

turbine of 25 and 50 MW; in the last five years they have
developed nine types, in ratings up to 500 MW. The first
condensing turbine type BKT-100. (VKT-100) of 100 MW at

3 000 r.p.m. was developed in 1957. This two-cylinder turbine
had many new design features and operated at steam conditions

of 90 atm. and 535 "C. It was substantially more efficient than
earlier types. A particularly important design feature was the
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last-stage blading 740 mm long. with a mean diameter of
2 085 mm. The design has proved reliable and satisfactory in
service. ) ' -
The first steam turbine type [IBK-150 (PVK-150) of 150 MW at
3 000 r.p.m. was made in 1958. This turbine, together with
type NMpK-200 (PVK-200) of the LMZ represent a considerable
step forward. The steam conditions are 130 atm. and 565/565 ¢,
-using only pearlitic and ferritic steel. They are substantially v
more efficient than the 100 MW turbines. The labour required, _—
metal content and the demands upon factory floor space are
relatively less than for the 100 MW machines because of the
extensive use of welding, for example, in the use of a welded
low-pressure rotor. In the turbine PVK-150 welded parts and
assemblies comprise 70% of the total weight of the set.
The first sets, type PVK-150, were put into operaticn at the
beginning of 1960. At this time, a considerable number of
" turbines of this type had been manufactured but, of course,
there had been no opportunity to modify the features which had
caused initial teething troubles in service. Thus,

Card 2/8
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unfortunately, at present the works have the problem of putting
into service and adjusting a large number of sets rather than

a single prototype. However., experience has already shown that
these sets, type PVK-150, are very flexible and can be started
up and shut. down simply and reliably.  There is as yet no
accurate data about the actual e¢fificiency of the sets though
preliminary data indicate that the fuel consumption is within:
guarantee. :

In 1960 the works manufactured the first turbine of 300 MW

type K-300-240. This 1s a single-shaft three-cylinder set with
steam conditions of 24C atm. at 580 °C with reheat to 565 °C.
As a result of these changes. the turbine type K-300-240 will

be 17% more efficient than type VKT-100 and the resultant annual
fuel economy approximates to the cost of the actual set. An
important achievement in this turbine is the last~stage blade

of 1 050 mm, running at 3 00G r.p.m., which has made it possible
both to construct a set of this output with only three cylinders
and to make it highly efficient. )

To make three 100 MW turbines reguires 350% more labour than to

cqfd 5/8
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make one type K-3500--240,  wmorecver. the savings in power -station
construction are very great. Because of the advantages of large
sets, the works designed 1n 1960 a single~shaft set, type

K-500-240 of 506 MW and a two-shaft set, K-800-240. of 80C MW

for operation with steam conditions of 240 atm. at 580 C.
Unfortunately. noe decision has yet been talken about the manu-
facture and starting-up cf these sets. DMoreover, the Komitet

po avtomatisaisili 1 mashinstroyeniyu pri Sovete Ministrov SSSR -
(Committee of Automation and Engineering of the Council of —_—
Ministers of the USSR} has not only not yet examined the designs

for these machines produ.ed by the works but apparently does not
even intend to do so during 1961. This is likely to delay

turbine manufacture in our country and to inflict damage on

Soviet power engineering.

The steam conditions used in the turbine K-300-24C (240G atm.

and 580 °C) have practically exhausted the possibilities of using
cheap and simple steels of the pearlitic class. Further increase

in stop~valve temperature requires the use of austenitic steels
which, on the basis of present -day knowledge, could operate with

Card 4/8
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steam temperatures up to 650 °C at pressures up to 300 atm.
Because of manufacturing and operating difficulties with
austenitic steels, in 1961 the worls manufactured for experi-
mental operation a superposed turbine, type CKP-100 (SKR-100)
of 100 MW for steam conditions of 300 atm. and 650 C. However,
the use of <Xpensive heat-«resistant materials is not the only
way of raising steam temperatures and pressures. For example,;
the hotter parts of machines may be cooled and this procedure
is being used in another variant of machine. type SKR-100;

which is now being manufactured. Experience with this machine
under operating conditions will give the mnecessary informartion
for designing sets with the initial steam temperatures in the
range 750 - 800 C using austenitic steels in very small amounts.
" With the changing fuel balance and the increased availability
of gas, power gas-turbines are attracting attention and ia.
1960~1961 the works made the first gas turbine of 50 MW which-
is now being erected at a district-heating station and should
soon be on test. This experimental 50 MW gas turbine.

type MTY-506-30C (GTU-50-800) is intended for power generation

Card 5/8
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and delivery of heat for district heating. It uses the open
cycle and has three stages of air compression and two stages
of gas expansion and regeneration. The fuel .is natural gas.
With an air temperature of 20 "C it generates 50 MW at the
_ generator terminals: the gas temperature at the high-pressure
combustion chamber 15 800 "C and at the low-pressure combustion
chamber 770 °C. The overall compression ratio is 18, the degree
‘of regeneration is 0.75 and the air consumptlon is 200 kg/secs
The efficiency at the generator terminals at 100% load is
33.5%, at 75% load 31.0% and at 50% load 27.0%. The set has vd
a two-shaft arréngementu The gas temperature of 800 - 770 'C -
in this set is somewhat higher than that used hitherto in
Soviet gas turbines. However, the cooling methods in this
_turbine make it possible to use pearlitic steel. It is cal-
culated that the life of such parts as the rotor is about
100 000 hours; the runner blades of the first stage in the
high- and low-pressure turbines should be replaced after
30 000 hours at full load: It has been calculated that for
power stations with a total installed capacity of 200 = 300 MW

Card 6/8
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the gas turbine type GTU-50-800 is more economic than steam
turbines. :

Operating experience with the new gas turbine will lead to

further development; in 1960 the works designed a set of 100 MW

but considered that it should not be manufactured until teething
troubles with the 50 MW set have been overcome. For majer power
engineering developments gas turbines of some hundreds of MW are 7
required and it has been calculated that with currently -
permissible gas temperatures of 750 - 800 °c it 15 quite

possible to develop gas turbines of up to 200 MW. However, the
efficiency of such turbines would be lower than that of the

most recent steam turbines using steam conditions of 240 atm.

and 580 °c. A more promising arrangement for base load sets is

the steam-gas cycle, the efficiency of which 1is 810% hagher

than that of steam sets of the same steam conditions. The wide
introduction of sets of this kind depends directly cn-the

successful development of such gas turbines as GTU-25 of the

LMZ and GTU-50 of the XhTGZ and of high-pressure steom generators.
In recent vears thes dzsign svaff of the works has 1ncreaszd by
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The developmen: of

more than 50% whitst the auazer of workmen has remalined
approximately the same aud jabour produrtivity has greatlvw
increased. Tius the outphit of steam turbines reckoned by razing
has increased by a facter of 4,% and the ¢ost per insztalled kilo-
watt has been reduzed by a Tacior cf 2.3, Research and devel-
opment work-at the facrcrv =houid be sxtended and the already -
extensive cooperation with cutside i1nstitutes and laboratories
should be strengthened. [n the last 7wo or three vears the works
has organised 1ts own Steam Zas iaboratery which has already
obtained important resulzs it has provided data on the
operation of the latter stages of large turbines. particularly
under wet steam conditions. There are 2 figures, 2 tables and

5 Sgviet references. : '

ASSOCIATION: Khar ‘kovslkiy turbinnyy zaved (Khar ‘kov
Turbine Works: )
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: ; i S.M., red.; RAKITIH,
SHUBENKO-SHUDIR ,-Leonid Aleksandrovich; IVANOV, ’ H

I.T., tekhn. red.

' — so ft
ines]Unikal'mye turbiny. Moskva, %vzdgzgi‘;ix}ame,
(Novoe v zhizni, nauke, tekhnike. ( e

[special turb
1962, 32 p.
Tekhnike, n0.23)

' da chlen-—
ktor Khar'kovskogo turbinnogo zavo
:;em‘i)i nauk Uke. SSR-(for shubenko-Shubin) .

(Turbines)

1. Glavnyy konst
korrespondent Ak
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Shubenko-Shubin Leonid Aleksandrovich Corresponding Member,
aylovich Gerner, Natan

Academy of Sciences , pav

vakovlevich 7el'des, Vilor L'vovich Ingul'tsov, Vladimlir
Zel'manovich Kogan, Molsey yosifovich Pokrassa, Sergey Petro-
vich Sobolev, Viktro Pavlov: Apa'coliy vitol'dovich
Trzhetsinskly, Avadly Yefimovich Shney dman _

Prochnost'’ elementov parovykh turbin (Strength of Steam En ine Parts) ]
MoSCOW, Mashgliz, 1962. 567 p. Errata slip inserted. 000 coples

printed.

R. A. Nikiforova, Engineer; Tech. Ed,£
Mashglz (Southern Dept,):

Reviewer: B. M. Panshin; Ed.:
M. S. Gornostaypol'skaya; Chief Ed.:
V. K. Serdyuk, Engineer,

This book 18 intended for steam-turbine designers and servlice
nnel in the gteam-turbine industry. It may

cial textbook for teachers and students
and gas-turblne industry.

PURPOSE: .
and engineering perso
also be useful as a spe

gpecializing in the steam-
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SHUBENKO— SHUBIH, L.A.; KAPLAN, M.P., inzh. -
Justification of the effecient typgs :i combéneg ii:.mgetlg;:t;azo 11:2-10
~ ople - o Mt
§la‘.ré§s for high capa:ity power produciiOfe P . (MIRA 15:10)

1, Khar'kovskiy turbinnyy zavod. 2. Chlen-kerrespondent

AN UkrSSR (for Shubenko-Shubin). .
(Power p lants—Design and construction)
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SHUBENKO-SHUBIN, L.A,
_SHUBENKO-SHUBIN, L.A.

A 300,,006 kilowatt capacity'steam turbine, Biul,,tekhq-ekon‘:z)
inform. no.l:53-55 162, - (MIRA 15:

1. Chlen-korrespondent AN USSK.
' o {8team turbines)
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r'\" f'l .
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Unit output 1is limited
length of
the present state of
design of
(xng“'Vov Turbine Works 1men; Kirov
showing the main chara ct stics of
iv various countries in

longest blades already in

art and describe

service,

of tThe specific grav1uJ and elastic

r.p.m., the ratio of
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the last stage turbine blade.
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Eirooe and U.3.
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Engineers
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Design of last stage ...

centrifugal forces. Usual formulae are given for the centrifugal
stress in the blade at a given section. For ease of calculation

the bending moments due to steam loading are calculated

sevarately in tangential and axial direction and then added
vectarially. The eccentric action of the centrifugal force on

any given intermediate section of the blade causes a bending

stress relative to the axis of the minimum moment of inervia.

A general approximate equation is derived. The stress in the :
blade can be reduced by inclining the blade bodily in axial or p//
tangential directioms; or its working part can be displaced with 4
respect to its root. Or, most effective of all, iv can be bent -
tangentially. When, by these means, the stresses on the

leading and the trailing edge and on the back of the bladeare

all made equal, it will correspond tc the minimum total stress

in the blade. An example is given of a calculation for a blade

%0 pe formed by milling, with rotation and bending. The basis

Card 3/4
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AUTRHURS: . Shubenko-Shubin, L.A,, Corresponding Member of the
Academy of Sciences Ukr.SSR , and
Ostrovskiy, S.I., Engineer

TITLE: "~ Cooled steam turbine of KhTGZ, type ckP-100 (SKR-100)
for super-critical steam conditions :

PeRICGDICAL: Energomhshinostroyeniye, no.6, 1962, 4-10

TEXT: A 100 MW, 3000 r.p.m. turbine with initial steam
conditions of 300 atm and 650 °C with reheat to 565 °C, is
described. Maximum steam consumption is 690 tons/hour with an
output at the generator terminals of 101 380 kW. The turbine is
designed for super-position on a medium-pressure turbine and
operates against a back pressure of 31 atm. Numerous design .
problems were raised by the high steam conditions, necessitating
several prototype variants of the first superposed turbine, so as
to have a proved supercritical pressure end similar in size to
that of a 300 MW condensing turbine. A two-cylinder construction
was used, the first cylinder being made in two variants: _one '
exploiting new austenitic steels in a cylinder of proved design;
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and one 'cooled' in which the use of austenitic steels is reduced

to a minimum. This latter type was made first. The first

cylinder has one impulse and ten reaction stages, and its exhaust
steam conditions are 162 atm, 550 °C. The second cylinder has ten
stages, and after the third the steam is reheated to 100 atm,

565 °C. Solid couplings are used between the turbine shafts and
between turbine and alternator. Cooling of the first cylinder was:
facilitated by the use of reaction blading which, combined with
efricient glands, gives as high efficiency as the impulse blading

Cooled steam turbine of KhTGZ ...

of the austenitic variant. In the first cylinder the blading,
nozzle boxes and steam delivery pipes are made of austenitic
steel grade X -612 (EI-612); all otheerarts are made of

pearlitic steel, the rotor of grade YW =415 (EI-415) and the
casings of grade 15X 1ML®J (15Kkh1M1FL)." The cooling steam is
tapped from the steam iines beyond the governor valves and is
cooled by water injection to 52U °cy it is delivered in two
separate flows, one of which mainly cools the rotor and the other

mainly cools. the inner casing of the first cylinders. Valves
regulate the flows of steam to produce the required temperatures.

Card 2/4
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The steam inlet unions have three walls, a thin inner one being of

austenitic steel., it is exposed to high-temperature steam and

imnoses only a slight pressure drop, being separated by a small

clearance containing a little cooling steam from a surrounding

screen tube which is itself externally cooled. At the inner end

of the steam union the flow of cooling steam is split, Part

passes over the outer wall of the inner casing to a chamber ahead

of the first stage runner, from which some of it goes to cool the .

high pressure end gland; the rest of it cools the first stage

blade roots. The other part passes through the clearance between

the outer screen and the main cylinder. Cooling steam then passes

over the roots of guide and rotor blades, thus avoiding excessive

temperature in the rotor and the main cylinder. Beyond the last

stage the cooling steam mixes with the main flow. The special

arrangements that are made to overcome differential expansion

effects are described. The nozzle boxes are screened from the

main cylinder block, so that its temperature does not exceed -540 °C.

The super-high pressure glands, of special design, are made of ; J/ .
-

. :
Cooled steam turbine of WhTGZ ...

steel grade 1X 1859 7T (1Khl18N9T). Preliminary design studies of the

Card 3/4
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cooling system were made on electrical models in the Khar'kovskiy
politekhnicheskiy institut (Khar'kov Polytechnical Institute) and

on steam models in the works laboratories. It was fcund that the
rotor temperature ranged from 542 °C near the second stage to

532 "C near the eleventh. The rate of flow of cooling steam is

2C tons/hour. Because reaction-type blading is used the flows of
main and cooling steam are effectively separated, so that operation
of the cooling system is not affected by changes in radial clear-
ance of -the main flow. Other general design features are described
including the interesting point that both 0il and water are used as
governor -system hydraulic fluids, to reduce the fire risk. ' The
first turbine type SKR~-i00 will undergo full-scale trials at the
Kashira Regional Power Station, the cooled variant being used first
as the most promising. There is reason to believe that the design /
features embodied in this turbine will make it possible to design J
large turbines for inlet steam temperatures of 700-750 °C using e
proved materials and mainly austenitie, )

-There are 7 figures and 1 table.
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SHUBENKO-SHUBIN, L.A.; SHVARTS, V.A., inzh.

"Regeneratioh systems and régennratora of gas turbine pla.nt;s's“ by
IU.il.Dedusenko, Reviewed by L.A,Shubenko-Shubin, V.A.Shvarts.
Energomashinostroenie 8 no.l:37 Ja 162, ) (MIRA 15:3)

1. Chlen-korrespondent AN USSR (for Shubenko~Shubin).
(Gas turbines) (Dedusenko, IU.iL)

APPROVED FOR RELEASE: 08/09/2001 CIA-RDP86-00513R001550110017-0"



"APPROVED FOR RELEASE: 08/09/2001 CIA-RDP86- 00513R001550110017 0

A S A R T SR TR SRR DT S RS T USRI ALSRNEAT L IRAC TN G NS VRS R TR T RARDOG RTINS PRAI

SHUBENKO-SHUBIN, L.

Giant turbines. MNauka i zhyttia 11 nco.17-19 Ja 162,
(MIRA 15:2)
la Ch;enu;(or'respondent AH USSR, glavayy konstruktor Khar‘kovskogd
turbinnoge zavods im. S.Kivova.
{(Steam power plants’
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SHUBENKO-SHUBIN, L.A.; SOBOIEV, S.P., inzh.; POZMAKHIREV, V.F., inzh,

-

Thermal'calculationé and analysis of laws governing the
twisting of the terminal stages of large steam turbines,
Energomashinostroenie 8 no,10:1-6 0 '€, (MIRA 15:11)

1. Chlen-korrespondent AN UkrSSR (for Shubenko-Shubin),
: (Steam turbines)
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| AUTHOR:  Shubemko-Shubin, . ; :_ kS S
. TITLE: Steam turbine. sets CHTGZ for large power generatlng
o sets T L L
PERIODICAL"Energet;ka a elektrotechnlka., Prehled technlcke'a
_hospodarské literatury, v.'20, no. 2, 1963, 64 :
abstract E63 8377(E1ektr1chesk1y stantsxl,'

TEXT. , The art:.cle records comparatlvely the features ,
characteristics of the 100 150 -and~300 MW: steam turblnes buil,_
by Khar'kovskiy zavod (Khar'kov Wbrks) and - estimates the saV1ngs
achieved by up-rating. 7 flgures .and ‘1 table. S i =
[Abstracter's note: ‘complete translatlon'l
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LISETSKIY, Nikolay Leontiyevichs SHVARTS, V.A., inzh., relsenzent;
SHUBENKO-S L red,; CHISTYAKOVA, L.G., inzh.,
red.; GORNOSTAYPOL'SKAYA, M.S., tekhn, red.

. [High-capacity gas turbines] Gazovye turbiny bol'!shoi
moshchnosti. Moskva, Mashgiz, 1963. 69 p. (MIRA 16:7)

1. Chlen-korrespondent AN Ukr.SSR (for Shubenko-Shubina).
(Gas turbines)
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i ACCESSTON NR: AP}001027 e /ouh/65/ooo/oos/dco1/oooe
 AUTHOR: - Shu'benko-Shu’bm L A. (corresponding mem‘ber,AN USSR) g : 5/ :

) v
. TITLE: Some solutions’ to pro'blems on free vibretion? of turbine'blades vith
variable eross - sectione R - LT

- '%OURCE- Energcrmashinostmyeniye, no. 5, 1963, 1-6 7 o ‘
- iTOPIc 'I'AGS turbine blade turbine, vi‘bratiou frequency, turbine-bladeﬁ vibra

i ABSTRACI‘ The pro'olem of free vibratious of turbine b]ades with ariable cros
7] -.sections 1is considered. ' A differential: ‘equation of the fourth order: used £oi

1> calculating blade vibrations:is reduced to two independent equa.ti.om: of the

" second order which apply to a wide range.of . rods with varisble cross eections
- The equatians have been used to: calculate the: frequency ‘of - vi'bratiom of ten -
4. different turbine blades: with variable ‘CToss. sections. The method .;ivea'; results

: sufficiently &accurate for pre.iminary turbine-_ 1 :
50 fonmlas 2 ta‘bles, and-3 figures.:

' 'AssochTIon- : none o

: ".Card 1/¢/ SRR
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SHUBENKO-SHUBIN, L.A.; FRIDMAN, A.Ye., inzh.; MEMIROV, V.S., inzh,

S ST v«"““
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About Professor I,I, Kirillov's book ®"Automatic control of steam
and gas turbines," Energomashinostroenie 9 nol7:42-43 J1 '63.
(MIRA 16:7)
1. Chlen-korrespondent AN UkrSSR (for Shubenko-Shubin),
(Turbines) (Automatic control)
- (Kirillov, I.I.)

Cy R et B T £ o E e e o s e e
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SHUBENKO-&HUBIN L., Geroy Sotsialisticheskogo Truda, glavnyy konstruk-
“tor parovykh turbin

Talk with a visitor. Znan.-sila 38 no.5:23 My ‘'63. (MIKA 16:11)
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' ACCESSION NR: AP4045905 510114/64/000/699[0061/0005

- AUTHOR: Shubenko-ShubiE_,mI;.Mé. (Cor:esponding member AN UkrSSR);
_ Sobolev, S. P. (Engineer); Poznakhirev, V. F. (Engineer)

' TITLE: Designing the profile of ‘rotor blades for the last stages of high-power

i steam turbines

- SOURCE: Energomashinostroyeniye, nd.r9, 1964, 1~5

. TOPIC TAGS: turbine, steam turbine, turbine blade, turbine blade shape

. ABSTRACT: Methods of blade profile design are considered which envisage

i production techniques imposing certain limitations on the design, ‘such as plano-
“'milling by profile cutters. A set of "aerodynamically complete profiles' is used
" in the designing. All sections of the blade profile are designed simultaneously.

! gchemes for forming the profile and internal blade surface are given and

" discussed. Two methods for a variable outlet angle -- by turning the profile and
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" by forming the outlet edge through great-radius arcs — are set forth. The blade
; i8 designed on the basis of a specified-stress-vs,

i
i

' satisfies the minimum total tensile-stress requirement.
i @ set of equations which includes certain parameters and the distance of the
! secticn in question to the hub end, Orig. art. has:

gASSOCIATION: Khar'kovskiy turbinny*y zavod im, S. M. Kirova (Khar'kov

! Turbine Plant)
. SUBMITTED: 00 7

! SUB CODE: PR

. NO REF SOV: 003

-blade-height curve which
The blade is defined by .

6 figures and 17 formulas,

- ENCL: 00

OTHER: 000
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SHUBSNKO-SHUBIN, L.A,, doktor tekhn, nauk, prof.; KAPLAN, M.P., inzh,

Concerning B,V.Rebrov's book "Marine gas turbine systems.," Energo-
mashinostroenie 11 no.7:47 J1 165. (MIRA 18:7)

1. Chlen-korrespondent AN UkrSSR (for Shubenko—Shubin);
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SHUBENKO-SHUBIN, L.A.; POZNAKHIREV, V.F., kend. tekhn. nauk

Approximate numerical method for calculating a three-—dimensional
flow in a steam turbine stage. Teploenergetika 12 no,11:25-29
N 165, , (MIRA 18:10)

1. Khar'kovskiy turbinnyy zavod im. S.M, Kirova Vi Institut
mekhaniki AN Uk: 3SR, Khar'kovskiy filial,
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SHURERMETSKIY, V.Ya., Cand Biol Sei -- (diss) "Comparative
_analysis of sexudl reproduction in nigner plants."
Kishinev, 1958, 15 pp (Moskevskaya Oblast redagogical

Tnst im N.K. Krupskaya) 150 copies (KL, 50-58, 123)

-5 -
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SHUBELT, A .M

bistory of "e origin of experimental psychclogical studies in
psychonsureliogical institutions, Trudy Gos. nauch.-issl. inst,
psikne 43:30.-30Q 145, . (MIRA 18:9)

APPROVED FOR RELEASE: 08/09/2001 CIA-RDP86-00513R001550110017-0"



QRIS B L ¥ Ll O e L 0 S 0 W U L e ol e AN A YT e L e e

"APPROVED FOR RELEASE: 08/09/2001 CIA-RDP86-00513R001550110017-0

Nikolayevich, 1875-1955

(on the 25th amiversary of the inauguration of General Golovin's
courses in military science in Belgrad] K 25-tiletiiu so dnis
osnovaniia Vyschikh voenno-nauchnykh kursov professora generala
Golovina v Gelgrade, Mentona, Frantsiim, 1955. €% p. (MLRA 10:8).

(Balgrad--Nilitary art and science)
(Golovin, Nikolai Nikolaevich)
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SHULLRT, A.1.

: 3 ival-h Haruspeni
25221 SHULERT, AWM. 0 liekotorykh Csobernostyaih Korusheniye .
Intellektual‘;\oy Deyatel'nosti Pri Lobnykh Travmekh, Sborik Nzuch. Ritot
Psikhictr. Bol'nitsy Im. Kashchenko, Ho. €, 1949, S. 56-59
20. Dermatologiya. Venerologiya :

380: Letopis' No. 33, 1949
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SHUBERT, D.M., insh.
e e Al ABE SIS
in construction. Stroi.prom. 27 no.6:17-18
g:ing'u;}ags , (MIRA 13:2)

(Slag)
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PA 228781

cmmw\mumﬁmou?m - ooumaﬂsﬁos. o quﬁ., 52
Equipment

"Mechanized Concrete-Mortar Plant ," Do M. mdﬁdmﬂf ,

Engr
"Byul Stroit Tekh" No Hf pp 18-20

Describes plant at which all operations of mixing

concrete and morter are completely mechanized.
Plant employs 30 workmen and produces 100-120 cu m
of concrete and 90-95 cu m of mortar each shift.
Productive capacity of one workman per shift

amounts to 11 cu m of, concrete and 4.65 cu m of

mortar. m.nmwu of 1 cu m of concrete takes 0.72
man-hr.

CIA-RDP86-00513R001550110017-0"
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SHUBERT, K. _

Avsimple radio receiver for "hunting foxes." Radio no.,12:24 D 7
Vél. I ' (MIRA 14:12)

1. Redaktor zhurnala “Funkamator", Germanskaya Demokraticheskaya .

Respublika. )

(Radio-receivers and reception)
(Radio direction-finders)
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SHUBERT, S. A.

nInvestigation of the Expansion of Filtering Charges
in the Washing Process." Thesis for degree of Cand.
Technical Sci. Sub 2L May 1,9, Academy of Communal
Economy imend K. D, Pamfilov.

Summary 82, 18 Dec 52, Dissertations Presented
For Degrees in Science and Engineering in Moscow
Tn 1919, From Vechernyaya Hoskva, dan-Dec 19L9.
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KINTS, D.M.; SHUBHRT, S.A.; KIBSANOV, M.V., ved.; GUROVA, O., tekhn. red.
P TSRS T

AXEh : : l1ters] M1l'try
lters and caloulations for washing high rate fi
Em 1f:'ai:hety promyvikl skorykh £il'trov. Moskva, Izd-vo M-va kom-

o BS 1951, 173 p. (MIBA 11:8)
. Khos TSR, 1951 (P11ters and filtration)

S - . L . X — e e T T e T T L T T TR T o+ P - M i .
SRR A e S Sl K e SR R AR e WA AN RF SR B n AL B DAL SRR A FATRR P ATNT Hhi R A PRI E WIS S AT R VAt T e, [T
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A i L
SHUBERT, S; MINTS, D,
\

Filters and Filtration
Zhil,-kom Yoz, 2 No, 8, 1952

First results of the use of AKKh filters,

December - 19572 Uncl.

9. Monthl;irLi'st of Russian Accessions, Library of Congress,
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B : oridh ' amuk s , Sergey Alek-
RINTS, Daniil Maksimovich, doktor- tekhnicheskikh nsuki SHUBERT , Sergey Al 4
. sandrovich, kandidat tekhnicheskikh nguk; SOKOL'SKIY, 15".“:“’5“, TedAKEOTS -
KONYASHINA, A., —tokhn'ichuiklyf'rnd:ktqr‘. )

e SeT e icunt cagcaseh in o Bhe Broiad o L . -

Hydr gresular-saterials]*Gidraviike:deralstykh uaterialovs,
draulies’ of? ‘naterinls]’Gidraviika:seraistykh vaterialev,
%ﬂu,i’Iﬂ-ﬂhnhtoutu komounal 'nogo khosisistva m‘.ﬁ”f.‘i ;

110 p. “(Frulassation) oov) (MIRA 9:5

. ,%;};(51';;] s Tdnsd Tnyi
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U3SR/Chemical Techinology. Chewlcal FProducts and
Their Applicatiou--Ueter Treatment.
Sewage water

Abs Jour: Ref Zhur-Khimiva, Ho 2, 1957, 9134

Author 1 Shubert, S, A.

Inst : NUf—EIVgE—*—__.,

Title : Experience with the Application of AKKp Filters
~in Drinking Water Supply Sysceus

Oriz Pub: Vodosnabzheniye i san. tekhnika, 1955, Mo 2, 1-3

Abstract: The following recowuendations are made onn the basis
of the generalized elperience with the operation
of 40 AKKh filters in drivlking water supply systems:
thickness of the sidporting gravel bed, 450-550 mm;
thickness of the filter sand bed, 1150-15G0 mm
(d;. 0.45-0.55 mm aud d,, 1.5-1.6mm); underdrain
system, high-resistance’piping with a center drain
of perforated vinvl plastic pipe. The breakage
of the vinyl plastic pipes which have been observed

- Carc 1,2
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' USSR Chemical Techrology. Cliemical Products and I-12
Their Apollcdtlon——Water Treatment. Sewage
Water

Abs Jour: Ref Zhur-Khimiva, o 3, 1957, 9134

Abstract: is traced to the incorrect operation of the filters,
i.e., Their ftoc-rapid baﬂxwashlng after Grainage
for repair or iuspectiou.
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PODLIPSKIY, Viktor Aleksandrovich, glavnyy 1nzhener;w
Aleksandrovich, starshiy nauchnyy sotrudnik; ., MoPoy
PR ENOROL SKIY, I1.F., redaktor izdatel'stva; ZHGROV, D.M.,
tekhnicheskiy redaktor

[Experience in using new equipment in the Ufa water supply system]
Opyt primeneniia novoi tekhniki na Uf imskom vodoprovede., Moskva,
Izd-vo Ministerstva kommunal'nogo khoziaistva RSPSR, 1956. 9% p.
— (MIRA 10:2)
1, Gifimskiy trest "Vodokanalizatsiya" (for Podlipekiy) 2. Akademiya
kommunal'nogo khozyaystva im. K.D.Pamfilova (for Shubert)
(Ufa--Water supply) '
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SHUBERT,~ S+4A.; PFRLINA, A.M.; KULZHINSKIY, V.I.; SIDRNKO, T.K.; ALEESANDROV,

»

D.N.; SOKOLOV, V.P.; FAL'KOVSKAYA, L.N.; BRUK-LEVINSON, T.L.;
BELYAKOVA, A.N.; KOZHEVNIKOVA, Ye,K.; AVRUSHCHENKO, R.A., red.
izd-va; VOLKOV, S.V., tekhn.red.

[Water purification for water supply to machine-tractor stations
and state farms] Ochistia vody dlia vodosnsbzheniia poselkov

'MTS i sovkhoszov. Moskva, Izd-vo M-va koumun.khoz. BSPSR, 1957.

69 pe : - (MIRA 11:6)

1. Akademiya kommunal'nogo khozyaystva, Moscovw. ,
(Water-~Purification) (Water supply, Rural)
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